Noldus

BEHAVIOR OBSERVATION

AND ANALYSIS LAB

COMPLETE LAB FOR RECORDING AND ANALYSIS OF CHILD BEHAVIOR

Noldus Information Technology offers complete solutions for behavioral recording and analysis. Our Behavior

Observation and Analysis Lab allows you to make high quality video recordings and to analyze child behavior in as much

detail as you desire.

SPLIT SCREEN RECORDING

Two cameras and a microphone are installed in the

participant room. The cameras can be controlled from
the observation room using an infrared remote control
or by computer. The video signals from both cameras
are connected to a video mixer where a split screen can
be selected.

PICTURE IN PICTURE RECORDING

One camera is capturing the child’s face as visual
stimuli are being presented. The stimulus is inserted as
a picture in picture in the camera view using a video
mixer. The stimulus image can be either a video image

or an image created on a computer.

The output of the video mixer and the audio signal can be recorded on a variety of media like videotape, DVD or MPEG

files. The recorded sessions can subsequently be coded and analyzed with The Observer® Video-Pro, the leading software

package for behavioral observation and analysis. For the detection and analysis of interaction patterns, Theme” software

is available.

The complete system consists of high quality components and is designed to be easy to use.




SPLIT SCREEN RECORDING LAB COMPONENTS

ITEM ory DESCRIPTION

The Observer Video-Pro 1 System for Coding and Analyzing Behavioral Data.

Camera 2 Pan/Tilt/Zoom Camera with Infrared remote control.

Camera Wall Mount 2 Wall Mount for Pan/Tilt/Zoom Camera

Wide Angle Lens 2 Wide Angle Lens Attachment

Microphone 1 Ceiling mounted microphone with omni-directional pickup.

Video Mixer 1 Video mixer with split screen and picture-in-picture options

Microphone Pre-Amp 1 1 Channel microphone amplifier with phantom power and line
output

Video Monitor 1 High-resolution color video monitor with dual video input.

DVD Recorder 1 Record up to two hours on a single DVD-R disc (Discs can be used
directly with The Observer Video-Pro 5.0).

Installation and Training 1 Installation of all components in your lab and training in the use of
hardware and software.

Cables and Connectors M All cables and connectors needed for complete setup (up to soft
between cameras and recording station.

OPTIONS

ITEM Qry DESCRIPTION

Theme 1 Software for detection and analysis of interaction patterns

Service Contract

Extended warranty, technical support, software upgrades and an
annual refresher training
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Figure 1: Example of typical lab setup

Components for recording picture in picture of visual stimuli vary depending on the stimulus. Please contact us for

details.
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Leesburg, VA 20175
US.A.

Phone: +1-703-771-0440
Toll-free: 1-800-355-9541
Fax: +1-703-771-0441
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